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CM-1K Calibration Module

Instructions for Use with Models 414C Conductivity & 414TDS Monitor-Controllers

-

Part Number: CM-1K

Compatible With: 414C & 414TDS Monitor-Controllers

Simulated Conductivity:1000 pys/cm +/- 1 ps/cm (NIST traceable) — for 414C models
Simulated TDS: 666 ppm +/- 1 ppm (NIST traceable) — for 414TDS models
Cell Constant: 1.06 (CTS1 equivalent)

Important: There is no calibration required for this calibration module. It is a sealed unit.

The CM-1K is a precision calibration module designed for use with both the 414C Conductivity and 414TDS Total Dissolved Solids monitor-controllers. It simulates a CTS1
conductivity sensor with a cell constant of 1.06. When used with the 414C, the module calibrates to 1000us/cm; when used with the 414TDS, it calibrates to 666 ppm TDS.
The module is constructed with NIST traceable resistors with a tolerance of +/- 0.01% in accordance with military specification MIL-PRF-55182 and is factory tested and
certified.

Calibration Procedure - 414C & 414TDS Models
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1. Disconnect power from the unit. Remove the back cover (same captive screws as noted in main manual).
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2. Locate the calibration trimmer, CAL / R11, on the lower edge of the circuit board. (See illustration) |) |! EEIEEIEIEEIEE
3. Disconnect the sensor from the 414C or 414TDS and connect the CM-1K module to pins 7-11 as indicated on the
module.
4. Apply power to the unit and allow several minutes for the reading to stabilize. Verify the temperature display reads MGOC;\/Ic—l‘I:

S Calibrator
25°C £0.1°C (acceptable range: 24.9-25.1°C). Temperature is not adjustable. For s v o
5. Using the calibration potentiometer (R11), adjust the reading to the target value: 1000ps/cm for the 414C or 666 — - im, —

ppm for the 414TDS. When the module is initially plugged in, you should get a reading close to the target. The meter is
constantly averaging readings; when making adjustments, allow a few minutes for the reading to stabilize after each

change. When getting close to the proper reading, make very small adjustments (half, quarter or eighth turns of R11). It
may take 10-15 minutes to complete an accurate calibration.

6. Once calibration is complete, disconnect the CM-1K and reconnect the sensor to the 414C or 414TDS. Replace the
rear cover and power up.

414C/TDS circuit board showing R11 CAL trimmer and CM-
1K module location

Module Verification Procedure

To verify the reliability of the CM-1K module, use a calibrated multi-meter set to Ohms (Q).

TEST POINTS EXPECTED READING TOLERANCE
Pin7 — Pin 8 1.066 kQ +0.1%
Pin 10 — Pin 11 13.56 kQ +0.1%

Important Notes

The 414C and 414TDS circuits are very accurate and stable. Calibration is never required under most circumstances. However, calibration may be necessary to comply with QC or certification
requirements.
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