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Wall Mount Adapter (WMA)
Installation Instructions for 414-Series Monitor-Controllers

Part Number: WMA

Compatible With: All 414-Series Monitor-Controllers (414R-HP, 414R-K, 414C, 414TDS)

Kit Contents: Wall Mount Adapter plate, (4) #4-40 screws, nuts, and washers

Tools Required: 7/64" drill bit, drill, screwdriver, wall-appropriate fasteners (not included)

Important: Complete all wall mounting steps prior to performing any electrical wiring. Refer to the unit’s Installation & Operation Manual for all wiring instructions.

The Wall Mount Adapter (WMA) allows any 414-series monitor-controller to be mounted directly to a wall surface instead of panel-mounting. The adapter
plate attaches to the enclosure’s rear cover using the provided hardware, and the assembly is then secured to the wall through four mounting holes using
fasteners appropriate for the wall material.

Installation Procedure

1. Prior to electrical wiring, remove the back cover of the enclosure by unscrewing the 4 screws. Note: the
screws are “captive” and cannot be completely removed from the enclosure’s rear cover.

2. Locate the 4 depressions in the plastic on the inside of the back cover. These are drill bit starting guides.
Using a 7/64" drill bit, drill through the back cover at all 4 positions.

3. Assemble the Wall Mount Adapter to the rear cover as shown using the provided #4-40 screws, nuts, and
washers. The adapter plate sits behind the rear cover with the four outer mounting holes exposed.

4. Re-assemble the rear cover to the enclosure after performing any necessary electrical connections, as
detailed in the unit’s Installation & Operation Manual.

5. Attach the completed assembly to the wall surface by the four outer holes using fasteners appropriate for the
wall material (not included). See Fig. 2 below — the four outer holes (solid circles) are the wall mounting
positions; the four inner holes (cross-head screws) secure the adapter to the rear cover.

Fig. 2 — Rear view: adapter plate (outer) with rear cover (inner).

Fig. 1 — Exploded side view. Numbers
correspond to installation steps.

Important Notes

Select wall fasteners rated for the weight of the unit and appropriate for the wall material (drywall anchors, masonry screws, wood screws, etc.). Wall fasteners

are not included in the WMA kit.

Ensure the mounting location allows sufficient clearance for the wiring port nipple on the side of the enclosure and adequate access for future service or wiring

changes.

For complete wiring, cell installation, and power connection instructions, refer to the unit’s Installation & Operation Manual.
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